
. -- - - - ---- - -- -~-c.::_:_ ,_::-:-=..:_::c:_ --- ' .. __ , __ -- -·· ---
.... ~ ., I 

' 
H.c uu.;T BULLU IN K-SFRAY oLILLETIN NO: J-5~03 . ... r-).~.;ro 
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APPROYALS: Ai lf PRODUCING PLANT: CANCELS: J-5403 

IY.'J, -1 @ ' .j>Jp SEATTLE & SANTA ANA DATE: 10/20/69 
-
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BULLE:I'IN DESCRIPTION % POUNDS GALLONS -

220 Whiting 30.43 800 

440 Talc 38.03 -1000 

045 Asbestos 7RFl0 6.85 180 

245 Thickner Mlc 228 -18 10 

166 Hamaco 277 .95 25 

330 Po1vvinyl Alcohol 6278A 29 7. 5 

~30 Sodium TriD~lvoh~sohate 10 :>.5 

1,1,6 ·Titanium Fiment 1.90 50 

311 Petro AA 01 75 

~53 Preservative Dowici1 75 13 3.5 

-- 460 Vermiculite Expanded 20.91 550 100 cu ft. 

TOTAL 100.00 2629.25 

MANUFACTURING INSTRUCTIONS: 

1. See Process Bulletin No. J-304. 
2. Mixing time shall be 8 minutes minimum and 12 minutes maximum. 
J. Mixing time with vermiculite shall not exceed 2 minutes. 

Q.!ALIIY CONT!lQL: 

TM-25 Normal application consistency 
(patty diameter of 6") 155 - 175 cc 

TM-JB Bond Equal to Standard 
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